Model

Standard

PTU-G10LVE
PTU-G15LVE
PTU-G25LVE
PTU-G35LVE
PTU-G60LVE
PTU-G100LVE
PTU-G150LVE
PTU-G250LVE
PTU-G300LVE
PTU-G400LVE
PTU-G500LVE

PTU-G10DVE
PTU-G15DVE
PTU-G25DVE
PTU-G35DVE

PTU-G60DSVE
PTU-G100DSVE
PTU-G150DSVE

PTU-G10-2LVE
PTU-G15-2LVE
PTU-G25-2LVE
PTU-G35-2LVE
PTU-G60-2LVE
PTU-G100-2LVE
PTU-G150-2LVE
PTU-G250-2LVE
PTU-G300-2LVE
PTU-G400-2LVE
PTU-G500-2LVE
PTU-GSF10LVE
PTU-GSF15LVE
PTU-GSF25LVE
PTU-GSF35LVE
PTU-GSF60LVE
PTU-GSF100LVE
PTU-GSF150LVE

Model

Trolley Mounted

TPTU-G10LVE
TPTU-G15LVE
TPTU-G25LVE
TPTU-G35LVE
TPTU-G60LVE
TPTU-G100LVE
TPTU-G150LVE
TPTU-G250LVE
TPTU-G300LVE
TPTU-G400LVE
TPTU-G500LVE

TPTU-G10DVE
TPTU-G15DVE
TPTU-G25DVE
TPTU-G35DVE

TPTU-G60DSVE
TPTU-G100DSVE
TPTU-G150DSVE

TPTU-G10-2LVE
TPTU-G15-2LVE
TPTU-G25-2LVE
TPTU-G35-2LVE
TPTU-G60-2LVE
TPTU-G100-2LVE
TPTU-G150-2LVE
TPTU-G250-2LVE
TPTU-G300-2LVE
TPTU-G400-2LVE
TPTU-G500-2LVE
TPTU-GSF10LVE
TPTU-GSF15LVE
TPTU-GSF25LVE
TPTU-GSF35LVE
TPTU-GSF60LVE

TPTU-GSF100LVE
TPTU-GSF150LVE
TPTU-G25LVE-PLC
TPTU-G10LVE-PLC

G - Pump Pressure Test Units

Ratio
Pressure Ratio

1:11
1:16
1:28
1:40
1:63
1:113
1:151
1:265

1:398
1:519

1:10

1:22

1:126

1:5630

1:628

1:796
1:1038

1:28
1:11

Displ Vol

Cm3/Ins3

90.0/5.49
62.0/3.78
35.3/2.15
245/1.49
15.4/0.94
8.8/0.54
6.6/0.4
3.8/0.23

25/0.15
1.9/0.12

180/10.98

9.0/5.49

245/1.49
15.4/0.94

3.8/0.23
3.2/0.20
25/0.15
1.4/0.09

356.3/2.15
90/5.49

P Max

Bar

110
160
280
400
630
1050
1450
2650

3980
4500

100

220

800
1260

4500
4500
5500
7000

280
110

P Max

PSI

1095
2320
4260
5800
9135
15225
21025
38425

58000
65250

1450

3190

11600
18270

65250
65250
79750
101500

4260
1595

Flow

L/min

18.53
12.86
7.24
5.02
3.21
1.81
1.36
0.77

0.51
0.39

28.5

15.89

2.76
2.76

0.66
0.56
0.44
0.34

7.24
18.53


https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G10LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-G10LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G15LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-G15LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G25LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G35LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G60LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G100LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G150LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G250LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G400LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-G400LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G500LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G10DVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G10-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G35-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G60-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G250-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G300-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G400-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-G500-2LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-G25LVE-PLC.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-G10LVE-PLC.pdf

