Qil / Water

Oil Only

Model Model
Standard Trolley Mounted
PTU-M4LVE TPTU-M4LVE
PTU-M8LVE TPTU-MSLVE
PTU-M12LVE TPTU-M12LVE
PTU-M22LVE TPTU-M22LVE
PTU-M37LVE TPTU-M37LVE
PTU-M72LVE TPTU-M72LVE

PTU-M111LVE

TPTU-M1M1LVE

PTU-M189LVE

TPTU-M189LVE

PTU-MO4
PTU-MO8
PTU-MO12
PTU-MO22
PTU-MO37
PTU-MO72
PTU-MO111
PTU-MO189

PTU-M0O22D

PTU-MO37D

PTU-MO72D

PTU-MO111D
PTU-MO189D

PTU-M4DVE
PTU-M8DVE
PTU-M12DVE
PTU-M22DVE
PTU-M37DVE
PTU-M72DVE
PTU-M111DVE
PTU-M189DVE

PTU-M111-2LVE
PTU-M189-2LVE
PTU-M111-3LVE
PTU-M189-3LVE

PTU-MSF4LVE
PTU-MSF8LVE
PTU-MSF12LVE
PTU-MSF22LVE
PTU-MSF37LVE
PTU-MSF72LVE
PTU-MSF111LVE

TPTU-MO4
TPTU-MO8
TPTU-MO12
TPTU-MO22
TPTU-MO37
TPTU-MO72
TPTU-MO111
TPTU-MO189

TPTU-MO22D

TPTU-MO37D

TPTU-MO72D

TPTU-MO111D
TPTU-MO189D

TPTU-M4DVE
TPTU-M8DVE
TPTU-M12DVE
TPTU-M22DVE
TPTU-M37DVE
TPTU-M72DVE
TPTU-M111DVE
TPTU-M189DVE

TPTU-M111-2LVE

TPTU-M189-2LVE

TPTU-M111-3LVE

TPTU-M189-3LVE

TPTU-MSF4LVE
TPTU-MSF8LVE
TPTU-MSF12LVE
TPTU-MSF22LVE
TPTU-MSF37LVE
TPTU-MSF72LVE

TPTU-MSF111LVE

M - Pump Pressure Test Units

Ratio

Pressure Ratio

114
128
146
: 86
2130
1:220

_ A A

-

114
128
146
: 86
: 130
1:220

e et

RN

1:28

1:46

1:86
1:130
1:220

Displ Vol

Cm3/Ins3

30.5/1.86
14.7 /0.09
9.4/0.57
4.6/0.28
2.8/0.17
1.5/0.09
1.0/0.06
0.6/0.04

30.5/1.86
14.7 /0.09
9.4/0.57
4.6/0.28
2.8/0.17
1.5/0.09
1.0/0.06
0.6/0.04

9.2/0.56
5.6/0.34
3.0/0.18
2.0/0.12
1.2/0.07

P Max

Bar

40
90
140
280
460
860
1300
2200

40
90
140
280
460
860
1000
1000

280
460
860
1000
1000

P Max

PSI

580
1305
2030
4060
6670
12470
18850
31900

580
1305
2030
4060
6670
12470
14500
14500

4060
6670
12470
14500
14500

Flow

L/min

14.81
7.07
4.55
2.22
1.36
0.72
0.48
0.28

14.81
7.07
4.55
2.22
1.36
0.72
0.48
0.28

3.91
2.36
1.24
0.82
0.49


https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M4LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M4LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M8LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M8LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M12LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M12LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M22LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M22LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M37LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M37LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M72LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M72LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M111LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M111LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-M189LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/TPTU-M189LVE.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO4.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO8.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO12.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO22.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO37.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO72.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO111.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO189.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO22D.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO37D.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO72D.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO111D.pdf
https://www.maximator.co.uk/wp-content/uploads/2022/04/PTU-MO189D.pdf

